
“ B U L M E T A L  ” JSC 
Republic of Bulgaria, 6199 Gurkovo, 37,Prohoda str. 

Tel/fax : ++359 (0) 42 601 720, 602 271, ++359 (0) 4331/21 50, 27 7 
e-mail: bulmetal@yahoo.com;  

 

QUALITY REQUIREMENTS FOR PACKAGING Date of issue:24.06.2024 

No.: 32-105-D-CF-C Internal index:¼ CLUB Internal name: food can 

Packaging application Foods 

Quality parameters Unit Range or specification description 

a) Dimensions   

- a x b mm 109,10.0x65.10 ±0.15 
- h mm 27 +-0.25 

Useful volume ml 110 

b) Material 

 thickness 

 Tinplate, Standard  EN 10202 

- s 

Netto Weight: 

Mm 

gr 

0.12 ETP or TFS 

13g ± 5% 

c) External  and 

internal protection 

  

- External surface  Gold lacquer or Lithography 

- Internal surface  Gold or Aluminized lacquer 

- Corrosion  No corrosion present 

- Visible defects  Without any visible defects 

d) Joints and sealing   

- body-end ( EOE )  Double seaming, sealed   

Special requirements: The batches correspond to internal company Technical 

Specification. The cans are in accordance with Regulation (EO) 1935:2004 and EN 

ISO 15593:2008. 

Delivery packaging: On pallets 800x1200 mm, max height 1 450 mm, 28800 pcs on 

pallet, wrapped with foil. Netto Weight: 13g ±10% 

 

 

 

 


