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QUALITY REQUIREMENTS FOR PACKAGING Date of issue: 10.05.2024 

No.: 10-109-PL-N Internal index: 1/109/130 Internal name: paint can 
Packaging application Paint; lacquers 

Quality parameters Unit Range or specification description 

a) Dimensions   

- d1 mm 109 

- d2 mm 86.4 -0.1 

- d3 mm 111 

- h1 mm 130 ±0.4 

- h2 mm 8.0 ±0.2 

Useful volume l 1 

b) Material 

 thickness 

 Tinplate, Standard  EN 10202:2004 

- s1 - body mm 0.16 ETP 

- s2 - lid mm 0.22 ETP 

- s3 - bottom mm 0.18 ETP 

-   s4 - ring mm 0.22 ETP TRIPLEX 

c) External  and internal 

protection 

  

- External surface  Body: Lithography, White enamel or bare tinplate; 

Lid: White enamel or Bare tinplate ; 

Bottom: Bare tinplate; Ring: Bare tinplate;:  

- Internal surface  Bare tinplate 

- Corrosion  No corrosion present 

- Visible defects  Without any visible defects 

d) Joints and sealing   

- body-bottom  Double seaming, sealed DAREX 

- body-ring  Double seaming, sealed DAREX 

- joint type of body  Welding 

 
 

 

Special requirements: 

See General Technical 

Specification 

Delivery packaging:  

For auto transport: 

On pallets 800x1200 mm,  

max height 1 500 mm, 

756 pcs on pallet, 
wrapped with foil.  

 
 

     

 


